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Compact Fluorescent Lamps

This category uses a Triple U-Tube
Compact Fluorescent design, and an
instant-on interagal ballast for warm
white, even illumination.
The GoodLamp ™ uses 80% less en-ergy
when compared to an equivalent
incandescent light. A standard medium
(Edison type) base fits all lamp sockets

GoodLamp Electronic  NPF HTHD,
 120Volts, 10,000 Hours Avg. Life
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19515 60 15
Electronic, 2700°K,

CRI 84
.29A 5.20 2.12 900 >.50 <150% N/A N/A 6240-01-475-5550

19520 75 20
Electronic, 2700°K,

CRI 84
.39A 5.70 2.12 1200 >.50 <150% N/A N/A 6240-01-475-5554

19523 100 23
Electronic, 2700°K,

CRI 84
.45A 6.20 2.12 1500 >.50 <150% N/A N/A 6240-01-475-5559

2 Piece GoodLamp Electronic  NPF HTHD,
 120 Volts, 10,000 Hours Avg. Life, Ballast Avg. Life - 50,000 Hrs

19915L 15 60
Electronic, 2700°K,

CRI 84
.29A 6.61 2.17 980 >.50 <150% TCX N/A 6240-01-475-6597

19918L 18 75
Electronic, 2700°K,

CRI 84
.36A 7.11 2.17 1200 >.50 <150% TCX

N/A
6240-01-475-6593

19927L 27 100
Electronic, 2700°K,

CRI 84
.45A 7.61 2.17 1750 >.50 <150% TCX

N/A
6240-01-475-6582

GOODLAMP™


